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disputes as to the existence or substance thereof, the giving of written notice as above
required shall be of the essence of the obligations of the vendor, and failure of the vendor
to give written notice as above required shall be a conclusive waiver of an extension of
time.

It shall in all cases be presumed that no extension, or further extension, of time is due
unless the vendor shall affirmatively demonstrate to the satisfaction of the Engineer that
it is due. To this end, the vendor shall maintain adequate records supporting any claim
for an extension of time and, in the absence of such records, the foregoing presumption
shall be deemed conclusive.

It is the intent of this agreement that the vendor shall assume the responsibility for
manufacturing the units in a manner acceptable to the Engineer and, consequently, no
disapproval by the Engineer of any drawings submitted by the vendor or of any other act
or omission of the vendor shall be cause for an extension of time.

The vendor assumes the risk of damages due to delay arising from any acts and causes
whatsoever, including, but not limited to, wrongful acts and omissions of the Authority,
its officers, employees, contractors, and agents, and its sole remedy against the Authority
shall be an extension of time as set forth herein.

Approval by Engineer

The approval by the Engineer of any workmanship, materials, drawings, designs, or
details of construction of the unit shall be construed merely to mean that, at that time, the
Engineer knows of no good reason for objecting thereto, and no such approval shall
release the vendor from his full responsibility for the satisfactory construction and
operation of the unit.

The decision of the Engineer shall be final and binding on the parties as to the quality,
acceptability, and fitness of all parts of the unit, as to conformity of the unit with, and as
to the interpretation of, the specifications, drawings, and technical requirements of this
agreement and as to all questions in connection with the work hereunder.

Whenever the words "approved," "required," "satisfactory," "necessary," "equal," or
words of similar import are used in this agreement, they shall mean approved or required
by the Engineer and satisfactory, necessary, or equal in the opinion of the Engineer.

Operation, Maintenance, Repair Data And Proprietary Diagnostic Equipment And
Programs

The vendor shall provide operations, parts and service manuals. The manuals shall cover
all vehicle systems. All manuals shall be bound and assembled. Manuals not available
as bound “hard” copies shall be provided on cd-roms, and if cd-roms are not available, on
microfiche. Manuals are to be shipped per delivery instructions (see attached appendix).
Do not ship the manuals with the unit.
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The operating and maintenance or shop manual shall be the latest manufacturer's
handbook, covering in detail the recommended operating, maintenance, and service
procedures.

The repair or shop manual shall include detail drawings, schematic electric and hydraulic
or other piping diagrams, and complete parts lists for all components of the unit and
associated equipment furnished. The vendor shall include a complete set of shop
drawings as part of each shop manual.

Where components or equipment of several manufacturers have been used in assembling
the unit, the manuals shall include operating, maintenance, and repair manuals and parts
lists of all manufacturers, covering all of the components used.

Where the vendor or manufacturer uses components manufactured by others in building
equipment which it sells under its own trade name, the vendor shall furnish the parts
numbers and full data from the original manufacturers for all components used, as well as
the part numbers it may assign to these components as being parts of its product.

The manuals shall be furnished in sets. Each set shall include an operator's manual, parts
catalog, and shop repair manual.

The total number of sets of manuals furnished under these specifications shall be as follows:
A Three (3) sets for the first vehicle ordered.

B. Three (3) additional set for each subsequent vehicle ordered up to a maximum of
10 sets total (total includes A +B).

All manuals shall be in the English language. All dimensions, measurements, and other
pertinent data shall be given in U.S. Standard units (i.e., inches, pounds, etc.). (foreign
language terms and metric measurements shall not be accepted.)

Proprietary diagnostic tools, equipment, software and programs (solely provided by the
manufacturer and not available as an aftermarket product) shall be provided for each
delivery location.

All technical support documentation required by this section shall be delivered at least
two weeks prior to the delivery of the first unit. In the event the manuals are not
delivered as specified above, a retainage amount of 10% will be held by the Port
Authority from any payments due under the clause entitled "payments", and will be held
until such time that all of the required documentation has been received to the satisfaction
of the engineer.

The vendor shall send Parts & Service Manuals directly to the Port Authority Automotive
Shops, as designated at the end of this section. Vendors shall send to the engineer
receipts of delivery from each shop, to expedite payment release.
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The manuals shall be shipped separately and not with the vehicles. Final payment will
not be released prior to receipt of these materials.

Preventive Maintenance Instructions

In addition to the manuals specified above, the vendor shall furnish an equal number of
condensed preventive maintenance instructions for all parts of the unit. These
instructions shall consist of manufacturer's recommendations for periodic lubrication,
cleaning, and other preventive maintenance, and shall be made up in a compact form to
cover the particular unit delivered.

Availability Of Spare Parts

The vendor warrants that it shall maintain, or have maintained, a stock of spare parts at
inventory levels for the period described in the immediately following paragraph.

The vendor shall itself, or through a dealer, supply at prices not in excess of those
charged any other owners of vehicles, spare parts required to support the units to be
supplied hereunder for ten (10) years from the date of delivery of the last vehicle. These
parts shall be available within 72 hours of placement of an order. In order to meet this
requirement, the vendor may maintain a spare parts outlet or contract with a customs
broker to expedite the customs clearance of foreign parts. It shall, however, remain the
responsibility of the vendor to meet the 72-hour delivery requirement.

Training

The vendor shall provide one (1) separate one (1) day training session on the operation
of the vehicles.

The vendor shall also provide four (4) separate four (4) hour training sessions on the
maintenance, repair, troubleshooting, and inspection of the vehicles. The Port Authority
shall designate when and where the sessions will be conducted.

The Port Authority shall designate when and where the session will be conducted, and
will provide classrooms and/or shop space for the training. The instructor must speak
and write in English.

High Security Areas

Services under the Contract may be required in high security areas, as the same may be
designated by the Engineer from time to time. The Port Authority shall require the
observance of certain security procedures with respect to the high security areas, which
may include the escort to, at, and/or from said high security areas by security personnel
designated by the Contractor or any subcontractor's personnel required to work therein.

Twenty-four hours prior to the proposed performance of any work in a high security area,
the Contractor shall notify the Engineer. The Contractor shall conform to the procedures
as may be established by the Engineer from time to time and at any time for access to
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high security areas and the escorting of personnel hereunder. Prior to the start of work,
the Contractor shall request a description from the Engineer of the high security areas
which will be in effect on the commencement date. The description of high security areas
may be changed from time to time and at any time by the Engineer during the term of the
Contract.

Notification of Security Requirements

The Port Authority operates facilities and systems, at which terrorism or other criminal acts
may have a significant impact on life safety and key infrastructures. The Authority
reserves the right to impose multiple layers of security requirements on the performance
of the Contract work, including on the Contractor, its staff and subcontractors and their
staffs depending upon the level of security required, as determined by the Authority. The
Contractor shall and shall instruct its subcontractors to cooperate with Authority staff in
adopting security requirements. These security requirements may include but may not be
limited to the following:

Identity Checks and Background Screening Contractor/subcontractor identity checks and
background screening shall include but shall not be limited to:

Inspection of not less than two forms of valid/current government issued identification (at
least one having an official photograph) to verify staff's name and residence;

a. Screening of federal, state, and/or local criminal justice agency information
databases and files; screening of any terrorist identification files;

b. Multi-year check of personal, employment and /or credit history,

C. Access identification to include some form of biometric security methodology such as

fingerprint, facial or iris scanning.

The Contractor may be required to have its staff, and any subcontractor’s staff, authorize
the Authority or its designee to perform background checks. Such authorization shall be
in a form acceptable to the Authority. If the Authority directs the Contractor to have
identity checks and background screening performed by a particular firm designated by
the Authority, the Authority will compensate the Contractor for the cost of such screening
pursuant to the Extra Work provisions of the Contract.

FINISHING, PAINTING, NUMBERS, DECALS AND LOGOS

The unit is to be furnished with a quality commercial grade finish. All surfaces shall be
free of dents, gouges, buckles, surface scaling, rust corrosion, or other surface
irregularities. Materials shall be cleaned and conditioned in accordance with the paint
manufacturer's recommendations for the base material and final coating.

The unit and all components shall be painted the finish color(s) including chassis rails,
wheels, hubs, compartment interiors, ancillary equipment, etc. The only exceptions shall
be chassis cab (if painted a matching white at the factory), britework (chrome plated parts
or other parts), black or gray painted bumpers, rub rails or similar features, or those parts
specifically designated by the Engineer.
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As soon as practical after preparation, the unit and all components shall be primed with
two (2) coats of the primer specified below. Parts, which mate or join and are

Specification For Airport Material Spreader with Wetting System
inaccessible after assembly shall receive an additional coat of primer before assembly.

Specified primer(s)
Gray primer approved by finish paint manufacturer

The final finish shall consist of three (3) coats of the finish paint.

Note: the entire unit (including body chassis and all equipment) shall be painted in
polyurethane.

Paint finishes
|
|
1
| The finish shall be of high gloss and uniform color with full coverage and shall be free
| from sags, runs, orange peel, crazing, pitting or other paint defects.

Any inquiries regarding paint shall be addressed to the Engineer.

The vendor shall notify the engineer prior to painting and the Engineer may elect to
inspect the unit.

|
|
|
i
| a. Color, Numbers, Decals And Logos for Port Authority Airfield Service
| Vehicle
3 The vendor shall supply a line drawing(s) with front, rear, left and right sides and top
views for the Engineer to indicate the location of decals logos and striping material for
approval by the Engineer. Questions regarding exact placement of decals and striping
should be directed to the Engineer for approval prior to installation.

Color shall be Chrome Yellow as per FAA Advisory Circular 150/5210-5C Appendix A.

A color chip shall be provided to the Engineer prior to painting. However, when bodies

or other major components are stainless, aluminum, RFP or other materials that are not
1 normally painted, they shall be left in their natural state. In addition, the upper surface of
| the hood and other areas that result in reflections in the driver’s field of view are to be
painted flat black, or other flat color approved by the Engineer.

The vendor shall install Port Authority furnished vehicle fleet numbers, logos and

striping for each vehicle:

° White 8-inch wide 3M reflector tape stripe on each side (front to rear) of the
Vehicle along the belt line or an appropriate location near the vertical centerline
of the vehicle.

° Four (4) sets of the three and one half (3 1/2) inch high five (5) digit Blue Port
Authority fleet numbers (e.g. 36042). One set located at the rear on each side of
the vehicle as high and as near to the rear as practical, one set located as near to
the centerline and as high as practical on the front and rear.
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o One (1) set of one and one half (1 1/2) inch high five (5), digit Blue Port
Authority fleet numbers (e.g. 36042). located on the dashboard so the operator
can see the vehicle number.

L] Port Authority logo with the bird centered on the lower edge of the white stripe
on each door

L Facility logo on rear of each front door below stripe.

L Red/Silver Barricade Striping material to cover entire rear bumper and portions

of the vehicle rear as designated by the Engineer.
° Port Authority decal and No smoking sign installed on dashboard

The vendor shall furnish and install the following on each vehicle:

] A label near the fuel filler point(s) and all other fluid service points indicating
type of fuel or service fluid appropriate for that filling location.

. Conspicuity material treatment (red, white, or silver tape) as would be required to
meet FMVSS-108 standards if this were an on-highway vehicle, and to
adequately outline the vehicle.

] Additional conspicuity material treatment (red, white, or silver tape) as required
by the Engineer to assist in recognizing the size or shape of the vehicle.

L FAA Airfield Service Vehicle Numbers: Identification number on each side and
rear, and on the roof. Side and rear numbers will be a minimum of 16 inches in
height and conspicuously located. Roof numbers will be a minimum of 24 inches
in height and affixed with their bases toward the front of the vehicle. The
identification numbers should provide sharp color contrast to the vehicle color
and be of reflectorized material.

] Plastic engraved placard with % inch high lettering stating vehicles overall height

] The vendor shall supply and install any other vehicle striping, markings, and
labels required to comply with all applicable Federal, State, and Local standards,
including latest FAA Advisory Circular requirements or recommended practices.
and regulations, or other necessary markings as requested by the engineer.

b. Color, Numbers, Decals And Logos_for Port Authority Airport Operations
Vehicle

The vendor shall supply a line drawing(s) with front, rear, left and right sides and top
views for the Engineer to indicate the location of decals logos and striping material for
approval by the Engineer. Questions regarding exact placement of decals and striping
should be directed to the Engineer for approval prior to installation.

Color shall be white, Dupont Imron No. 7372U or Ditzler Polyurethane No. DU863 1or, if
approved, the manufacturer’s standard color. A color chip shall be provided to the
Engineer prior to painting. However, when bodies or other major components are
stainless steel, aluminum, RFP or other materials that are not normally painted, with the
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approval of the Engineer they shall be left in their natural state. In addition, the upper
surface of the hood and other areas that result in reflections in the driver’s field of view
are to be painted flat black, or other flat color approved by the Engineer.

The vendor shall install Port Authority furnished vehicle fleet numbers, logos and

striping for each vehicle:

U Five and Three Quarter inch (5 %) overall stripe (Five inch (5) Yellow with five
sixteenth inch (5/16) upper and lower blue border) 3M reflector tape stripe on
each side of the vehicle along the belt line or an appropriate location near the
vertical centerline of the vehicle from front bumper to rear bumper.

] Two (2) sets of the three and one half (3 1/2) inch high five (5) digit Blue Port
Authority fleet numbers (e.g. 36042) gold with black outline. One set located at
the rear on each side of the vehicle as high and as near to the rear as practical.

] Three (3) sets of the one and one half (1 1/2) inch high five (5) digit Blue Port
Authority fleet numbers (e.g. 36042) gold with black outline. Located at the
front and rear of the vehicle, and one located on the dashboard so the operator
can see the vehicle number.

] Port Authority logo with the bird centered on the lower edge of the blue border
stripe on each door

] Facility logo on rear of each front door below stripe.

] Red/Silver Barricade Striping material to cover entire rear of the vehicle rear as

designated by the Engineer.
] Port Authority decal and No smoking sign installed on dashboard

The vendor shall furnish and install the following on each vehicle:

] A label near the fuel filler point(s) and all other fluid service points indicating
type of fuel or service fluid appropriate for that filling location.

U Conspicuity material treatment (red, white, or silver tape) as required by FMVSS
108, or, as would be required to meet FMVSS-108 standards if this were an on-
highway vehicle, and to adequately outline the vehicle.

° Additional conspicuity material treatment (red, white, or silver tape) as required
by the Engineer to assist in recognizing the size or shape of the vehicle.

Plastic engraved placard with % inch high lettering stating vehicles overall height

The vendor shall supply and install any other vehicle striping, markings, and labels
required to comply with all applicable Federal, State, and Local standards, including
latest FAA Advisory Circular requirements or recommended practices. and regulations,
or other necessary markings as requested by the engineer.

¢. Color, Numbers, Decals And Logos for Port Authority Non-Airfield Vehicle

If requested, the vendor shall supply a line drawing(s) with front, rear, left and right sides
and top views for the Engineer to indicate the location of decals logos and striping
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material for approval by the Engineer. Questions regarding exact placement of decals
and striping should be directed to the Engineer for approval prior to installation.

Color shall be white, Dupont Imron No. 7372U or Ditzler Polyurethane No. DU863 1or, if
approved, the manufacturer’s standard color. A color chip shall be provided to the
Engineer prior to painting. However, when bodies or other major components are
stainless, aluminum, RFP or other materials that are not normally painted, they shall be
left in their natural state. In addition, the upper surface of the hood and other areas that
result in reflections in the driver’s field of view are to be painted flat black, or other flat
color approved by the Engineer.

The vendor shall install Port Authority furnished vehicle fleet numbers, logos and striping

for each vehicie:

] Two (2) sets of the three and one half (3 1/2) inch high five (5) digit Blue Port
Authority fleet numbers (e.g. 36042) gold with black outline. One set located at
the rear on each side of the vehicle as high and as near to the rear as practical.

L Three (3) sets of the one and one half (1 1/2) inch high five (5) digit Blue Port
Authority fleet numbers (e.g. 36042) gold with black outline. Located at the
front and rear of the vehicle, and one located on the dashboard so the operator
can see the vehicle number.

] Port Authority logo centered on each front door

U Facility logo on rear of each front door below stripe.

L] Red/Silver Barricade Striping material to cover entire rear bumper and portions
of the vehicle rear as designated by the Engineer.

] Port Authority decal and No smoking sign installed on dashboard

° The vendor shall furnish and install the following on each vehicle:

L A label near the fuel filler point(s) and all other fluid service points indicating

type of fuel or service fluid appropriate for that filling location.

° Conspicuity material treatment (red, white, or silver tape) as required by FMVSS
108, or, as would be required to meet FMVSS-108 standards if this were an on-
highway vehicle, and to adequately outline the vehicle.

o Additional conspicuity material treatment (red, white, or silver tape) as required
by the Engineer to assist in recognizing the size or shape of the vehicle.

] Plastic engraved placard with ¥ inch high lettering stating vehicles overall height

° The vendor shall supply and install any other vehicle striping, markings, and

labels required to comply with all applicable Federal, State, and Local standards
or recommended practices. and regulations, or other necessary markings as
requested
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